ACOUSTIC SOLUTIONS

Elevating Environments through PET
Acoustic Innovation
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Colour Families

SCOPE OF APPLICATION
A CNC CUTTING PET WALL PANEL
A V-GROOVED PET WALL PANEL
ACARVED PET PARTITION PANEL
APET CEILING PANEL

APET SCREEN

A WOOD SLATTED ACOUSTIC
PANEL

AFABRIC ACOUSTIC PANEL
AFELT AND PET PANEL
APRINTING PET WALL PANEL

——SAMPLE —

g
Size:1 40mmX7O0Omm

AC32-Orange

AC36-Purple

- ACO2-Comel

ACOS-Light Blue

AC62:Terracotta

ACS1 -Umber

ACO7-Sky

AC19-Tawny

AC&4- Pumpkin

C10-Light Grey

AC40-Coffee

AC37-Royal Blue

ACA4B-Teol

AC46-Olive

AC27-Reddish Brown

AC17-Burgundy Red

AC11.dron

AC4]1-Dark Grey

AC42-Navy Blue

ACS53-Ocean

ACH5-Seaweed

AC) 4-Emercld

AC20-Wine

AC12-Sesome

AC150-15

AC38-Forest

AC60-Hozy Blue

AC28-Marron

AC150-30

ACIS0-10

AC150-17 AC150-18

AC150-24

AC150-31

AC150-38 AC150-

SCOPE OF APPLICATION
A CNC CUTTING PET WALL PANEL
APET CEILING PANEL

A PET SCREEN

AFABRIC ACOUSTIC PANELS

39
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AC150-19 AC]50-20

AC150-28

AC150-40

Colour Of
The Fabric Families



Basic Pattern

Flexible placement and free splicing

AT T

ACO-CUO1 ACO-CU02 ACO-CUO03 ACO-CU04 ACO-CUO05 ACO-CU06
ACO-CU07 ACO-CU08 ACO-CU09 ACO-CU10 ACO-CU11 ACO-CU12 ACO-CU13
ACO-CU14 ACO-CU15 ACO-CU16 ACO-CU17 ACO-CU18 ACO-CU19
| 2Ty INSTALLATION METHOD
) (1) The panel itself comes with or without self-adhesive
) ‘ (2) Use adhesive(buy separately).
(@) Use double-sided sponge glue(buy separately).
(4) Using Velcro and Hot Melt Glue{buy separately).
ACO-CU20 ACO-CU21 ACO-CU22 ACO-CU23 ACO-CU24 You can also use your own method to install.

® No fixed size Support size and style customization.
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Basic V-groove Panel

Cut v—grooves on the entire PET board

7//
7/

ACO-V-1 ACO-V-2 ACO-V-3 ACO-V-4 ACO-V-5
L/ N\
o
1=\
1 N
L
1=\
ACO-V-6 ACO-V-7 ACO-V-8 ACO-V-9 ACO-V-10

@ Size: 1200x2400mm  Support size and style customization. The installation method is the same as the cutting (refer to page 6).

©




Basic V-groove Panel

Cut v—grooves on the entire PET board

Basic V-groove Panel

Cut v—grooves on the entire PET board
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ACO-V-S13
ACO-V-520 ACO-V-S21
same as the cutting (refer to page 6)
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Small PET board with v-shaped grooves
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ACO-C-30

ACO-C-29

ACO-C-28

ACO-C-27

Engraving graphics on the entire board

Basic Carved Panel
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ACO-C-26

@ Size:1200x2400mm Support size and style customization.
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ACO-C-20

ACO-C-19

ACO-C-18

ACO-C-17

Engraving graphics on the entire board

Basic Carved Panel
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ACO-C-16
@ Size: 1200x2400mm Support size and style customization.




Carved Panel Installation Instructions

Installation material

If you need other accessories, please consult customer service

Installation schematic dsiagram

> *

c 3 Ceiling
%? Disc code

Fix the straight mouth

code and sound-absorbing

board with screws. Then

connect the straight code x

and the disc code with Wire rope

steel wire rope. Finally

screw the disc to the wall

Direct hanging code g

Ceiling hung with cable connect with joiners Perfpraled sound-absorbing panels,
Pleass consult customer service for other installation methods) just install the hanging code

©




Basic Ceiling Panel Basic Ceiling Panel

Separate ceiling (can be combined) Combined and spliced ceiling

' | f' ‘\

’J’ L 3
L 3
== =3

CODE DIMENSIONS (mm) CODE DIMENSIONS (mm) CODE DIMENSIONS (mm) CODE | omensions (men CODE DIMENSIONS (mm) CODE DIMENSIONS (mm) CODE | DIMENSIONS (mm)
ACO-S6 600x600 ACO-R612 600x1200 ACO-TR6 600x600 ACO-TEB BOME00XE00 ACO-RCT2 1200x300 ACO-BW12 1200x400 ACO-IC12 1200x200

ACO-S8 800x800 ACO-RB12 800x1200 ACO-TR8 800x1200 ACO-TEB BO0xBO0XB00 ACO-RC24 2400x300 ACO-BW24 2400x400 ACO-IC24 2400x200

ACO-512 1200x1200 ACO-R1224 12002400 ACO-TR12 1200x1200 ACO-TER2 1200x1200X1200

M 1

= S

CODE DIMENSIONS (mm) CODE | DIMENSIONS (mm) CODE | DIMENSIONS (mm) CODE | DIMENSIONS (mm)
ACO-C8 600 dismeter ACO-H ] 1050 dismeter ACO-HS 1065X1807 ACO-D12 1200 diameter :
e S : b : CODE | DIMENSIONS (mm) CODE DIMENSIONS (mm) CODE DIMENSIONS (mm)
ameler C m custom Om Sz
fcisiomein o 2 s = ACO-WAM | 1100xt100x130 ACO-OF1224 1200x2400x300 ACO-HAZ1 2100x2100x230
ACO-C12 200dlemelec: = 0000 gy e e
l l custom size custom size custom size

CODE DIMENSIONS (mm) CODE [ DIMENSIONS (mm) CODE DIMENSIONS (mm) CODE DIMENSIONS (mm)

ACO-CS Smal-930x610 ACO-L 1400x700 ACO-CG12 1200 diameter ACO-B 814x387 CODE DIMENSIONS (mm) CODE DIMENSIONS (mm) CODE [ DIMENSIONS (mm)
ACO-CM Medium-12S0X820 custom size custom size custom size ACO-WA1224 1200x2400x300 ACO-OR1224 1200x2400x300 ACO-BO1224 1200x2400x300
ACO-CL lerge-1827X1200 @ 000 e e e custom size custom size custom size

@ The thickness of the above ceilings are 9mm and 12mm, the size can be referred to, and customization is supported. @ The thickness of the above ceilings are 9mm and 12mm, the size can be referred to, and customization is supported.
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Ceiling Installation Instructions

Installation material

If you need other accessories, please consult customer service

Installation schematic diagram

‘__‘ Q:k

- 3 Ceiling

li il Disc code
8 H

Wire rope

Fix the straight mouth
code and sound-absorbing
board with screws. Then
connect the straight code
and the disc code with
steel wire rope. Finally
screw the disc to the wall

Direct hanging code 9

=

&

G’U Q‘\‘

Perforated sound-absorbing panels,
just install the hanging code.

Ceiling hung with cable connect with joiners

Please consult customes servic

» lor other instaliation methods,

Ceiling Installation Instructions

Installation material

L -

Y\,
Suspension 1m Cableper \\Threaded Self Mounting
Attachment . Hanger Fitting Tapping  Stud

Screw

If you need other accessories, please consult customer service

Installation schematic diagram

Expansion
Screw

€ 3 Ceiling '

!
Ceiling connector Q
(4 pieces)

Link the hanging hook and
sound-absorbing board
with screws. Then conne Wire rope 2
ect the hanging hook and e
the celling connector with Ll
steel wire rope. Finally
screw the screws into the
ceiling wall {expansion
screws must be driveninto
the ceiling wall first).

Hanging hook

Acoustic panel

\

Each sling rope is one
meter long, which has
enough length toadjust the
wire rope to the required
length through the hookat
the end of the hook.

Ceiling hung with cable connect with joiners

Please consult customer service for other installation methods,



Basic Desk Screens
CNC cutting desk screen

CODE DIMENSIONS (mm)
ACOP74 700x400
ACOP85 800x500

Each screen comes with two clamps

CODE DIMENSIONS (mm)

f =
ACOR44 400x400
ACORS84 800x400
ACOR104 1000x400
ACOR124 1200x400
ACOR144 1400x400

(
ACOR164 1600x400
ACOR184 1800x400
ACOR204 2000x400
ACOR224 2200x400

" \_ »,

ACOR244 2400x400

® The thickness of the monolithic screen are 9mm-24mm, two pieces can be glued together to make a double-sided composite screen.

Size is for reference only, and customization is supported.

@




Basic Desk Screens Basic Desk Screens

Hollow—-out acoustic desk screens Fabric wrapped desk screens
CODE DIMENSIONS (mm) \ . N — , CODE | DIMENSIONS (mm)
ACOH64 600 x 400 ACOF64 | 600 x 400
ACOH84 800 x 400 ACOF84 800 x 400
ACOH104 1000 x 400 ACOF104 | 1000 x 400
ACOH124 1200 x 400 ACOF124 | 1200 x 400
ACOH144 ‘ 1400 x 400 ACOF144 1400 x 400
ACOH164 1600 x 400 ACOF164 1600 x 400
ACOH184 | 1800x 400 ACOF184 | 1800 x 400
ACOH204 2000 x 400 ACOF204 | 2000 x 400
ACOH224 2200 x 400 ACOF224 | 2200 x 400
AcOH244 ZaU0> A0 ACOF244 | 2400 x 400
® The thickness of the monolithic screen are 9Imm-24mm, two pieces can be glued together to make a double-sided composite screen.
Size is for reference only, and customization is supported
Desk Screen Installation Method
Q0000000000000 0O0O0OCOCO0O0OCO - . -
R OO & O D 000 00 0 Installation schematic diagram

0000000000000 0000O0O0O0C0O0000O <:> O O O O
0 a =] a 0 (®) o

<>¢<>¢<>¢<>¢ \\‘\\ [ .
?&f&q//// :

Flat clip g L-clip T-clip

(For desktop) (Suitable for use on the outside of the table) (Fits between two table tops)
Fixed way 2
® The thickness of the monolithic screen are 9mm-24mm, two pieces can be glued together to make a double-sided composite screen. ® If you need other installation methods and installation accessories, please consult customer service.

Size is for reference only, and customization is 5upported @ @

§ n

C-clip

(Suitable for use on the outside of the table)



Basic Floor Standing Screens

Basic introduction

Our floor standing screens are designed to be strong
and versatile to ensure they meet the demands of
today’s fast-changing work environments. The free
standing screens offer privacy, discretion and can be
used as movable wall partitions helping to create a
calm, quiets pace within busy open plan offices. Our

range is available in a variety of designs, sizes and
colours and have all been designed and manufac-
tured by our in-house team.

g @ Polyester fiber
§ (Refer to page 3 for the color) (Refer 1o page 4 for the color of the fabic)
3
CODE DIMENSIONS (mm)
ACOFL616 600x1600
ACOFL1024 1000x2400

Sketch 1

®

® The thickness of the monolithic screen are 12mm and 15mm, two pieces can be glued together to make a double-sided composite screen.
Size is for reference only, and customization is supported. @

Basic Floor Standing Screens

Installation method

Y f B ZIPPER CONNECTION « el >
) Keeps panels stable yet flexible 4/ 3%% —_—

for multiple configurations.

20mm

2 600mm _j{600mm § 600mm

1600mm

Part 1

350mm
Mounting brackets v

1. Align the legs with the lower
holes of the partition and insert 2. Press the bayonet tightly onto the screen. 3. Complete foot installation.
directly into the.

® If you need other installation methods and installation accessories, please consult customer service.

126/
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Wood Slatted Acoustic Panel

Basic introduction

Wood veneer or

Product Type Wood slat acoustic panel 7 Finsh  relamine laminats
Total Width 600mm / 320mm/Customized ¢

Slat Width 27mm e Woodenoar. MOF board
Length 2400mm /2800mm/ 3000mm \\

Thickness 21mm(9mm base board with 12mm wooden slat) \W rorsinioiede;
Base Material 100% Polyester Acoustic Panel oS
Wooden Slat High Density Fiber Board

Surface Material Solid wood or Tech wood

NRC >0.85

9mm

Eco-friendly

—uem . SAMPLE

Crafted from the finest veneer, the sample piece showcases the clean, contemporary
look of the natura wood collection. This sample box is a cost-effective way to get a
]

WWw9Z

better understanding of the product before making a full purchase. And any cost paid
towards the sample box can be applied to the full purchase of thewooden wall slats.

If you want samples of other sizes, please contact customer service.

® Size is for reference only, and customization is supported.

28]



Slatted Swatches Wood Slatted Acoustic Panel

Wood veneer color Installation method
I O 2,/ YL/ A
‘ “‘ 1 ! ‘ ) 4 ' /
Ul SR AN IURRANE
W-001 W-005 W-006
fh 111l j Step 1 - Measure Step 2 - Cut Width Step 3 - Cut Length
i n ||
W-009 W-011 <— Dosirod Width —» /
I =
S !
K-006 K-007 K-008 TUK009 K-012 K-014
Option 1: Screw Fix - Mark Option 1: Screw Fix - Drill Option 1: Screw Fix - Plug
x x x-..r X x x *
K-015 K-016 K-017 K-018 X x X - X x X
Full Wrap Slatted wood panel x2{ x21 X12
Option 1: Screw Fix Option 2: Grab Adhesive Finished Result
FK001 FK006 FK012 FK014 FK015 FW002 FW003 FWO007 FOO002 ’ ’ 5
MDF board color (In common use) m / ﬁ
- : o / X12 N AN

Black Yellow
® Please contact customer service for special colors and materials. PET backing color can refer to page 3. ® If you need other installation methods and installation accessories, please consult customer service.

2 30




Versatile Veneers

Groove veneer faced acoustic panel

Product Type Groove veneer faced acoustic panel
Total Width 600mm / 1200mm/Customized

Slat Width 27Tmm

Length 2400mm/2800mm/3000mm/Customized
Thickness 12mm

Base Material 100% Polyester Acoustic Panel

Wooden Slat Wood veneer

NRC >0.85

Eco-friendly El

PS: Please refer to page 30 for installation methods.

13men 27mm
‘. e -.l- S .l

12mm

Wood veneer

Base board Acoustic PET felt

® Size is for reference only, and customization is supported.




Versatile Veneers

Grooving veneered acoustic wall panel

Versatile Veneers

Wood veneer color

Product Type Grooving veneered acoustic wall panel

Total Width 600mm / 1200mm/Customized

Slat Width Depends on graphics

Length 2400mm/2800mm/3000mm/Customized
Thickness 9mm

V groove angle 30° or 45° and 60°

Base Material 100% Polyester Acoustic Panel

NRC >0.85
Eco-friendly El
600mm/1200mm

o~

2

V&

s

S
N

Y
Y
g

N

b

@ Size is for reference only, and customization is supported. For V-groove shapes, please refer to pages 8-10.

33

PS:Please refer to page 30 for installation methods.

K-005 K-006 K-007

K-001 K-002 K-003 K-004
|

K-008 K-009 K-010 K012 K-013 K-014 K-015

K016 K017 K-018

Partial sample display

9mm

Base board

Acpust'ic PET felt

Fo%

XK X

X
DX

O

ACO-EMBLEM

S 5 4
ACO-SPATIAL ACO-CONTEMPO

ACO-CHITA

ACO-SLATO1 ACO-MIDCENTURY  ACO-GRID ACO-EMPIRE

@ Please contact customer service for special colors and materials. PET backing color can refer to page 3.

54

ACO-SLATO2

ACO-SWIRL






